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PMS 221A
High impedance passive probe

Features:

� CeramCoreTM

hybrid probe

� Modular construction

� Coaxial design

� Interchangeable spring 

contact tip

� New IC contacting

system for 0.8 to

1.27 mm pitch

� Unbreakable reed switch

The PMS 221A is a 150 MHz, standard sized, 1:1 and 10:1 switchable passive probe designed for

instruments having 1 MΩ input resistance. This type of probe is recommended for general purpose

probing applications and is adjustable for low frequencies. The probe is rated with 300 V CAT II

maximum input voltage and complies with latest safety standards. Like every PMK passive probe

the PMS 221A features CeramCoreTM technology. The probe's entire core is made of a high quality

ceramic hybrid. Pure coaxial design and laser trimmed resistors ensure highest signal fidelity along

the signal path offering high bandwidth and fast risetimes for accurate impulse measurements. All

switchable probes offer unbreakable coaxial reed switches for changing between attenuation modes.

Our passive probes are equipped with PMKs signature spring loaded, needle sharp tips to support

precise and safe measurements minimizing the risk of slipping off the board and produce a short

circuit. Various types of tips are available. Besides the spring contact tips there is also a solid tip

available at the users choice. Probe tips are interchangeable and can be replaced easily. Basic

probe accessories and replacement tips are provided within the scope of delivery or can be purchased

separately. The probes mechanical construction is modular and therefore spare probe leads are

available. See this datasheet and corresponding documents for further details.

Thank you for your interest in our product!
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PMS 221A

Datasheet

This datasheet supersedes all previously published material. Specifications that are defined typical

are not guaranteed and are published as general information to the user. The instrument should

have warmed up for at least 20 minutes and the environmental conditions must not exceed the spe-

cified limits of the probe. Note that specifications are subject to change without notice.

Electrical specifications

Attenuation ratio (switchable) (1) 1:1 10:1 ± 2 % at DC

(at 10:1)

Voltage coefficient – 0.0025 % / V (typical)

Probe bandwidth 20 MHz(2) 150 MHz (-3 dB)

Probe risetime 18 nsec 2.4 nsec (10 % – 90 %)

(typical)

Maximum rated input voltage (3)

Measurement category I: – 400 V rms, 1250 V transient overvoltage

Measurement category II: 55 V rms, CAT II 300 V rms, CAT II

Pollution degree 2

Voltage derating

(1) Connected to oscilloscope with an input impedance of 1 MΩ ± 1 %. 

(2) at 15 pF input capacitance of the measuring instrument.

(3) As defined in IEC 61010-031.

Note that the max. input voltage

rating of the probe decreases as

the frequency of the applied signal

increases. 

Typical voltage derating PMS221A (switched to 10:1) 

Measurement category I
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PMS 221A

Datasheet

Electrical characteristics

1:1 10:1

Input resistance (system) – 10 MΩ ± 1 % 

Input capacitance (system) 78 pF 13 pF (typical)

incl. oscilloscope.

Compensation range – 15 pF – 40 pF (typical)

Input coupling of 1 MΩ AC / DC 1 MΩ AC / DC

the measuring instrument

Input impedance

Mechanical characteristics

Weight (probe only) 49 g

Cable length 1.2 m

Probe tip diameter 5 mm

Typical input impedance PMS221A
(switched to 10:1)
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Note that the input impedance of

the probe decreases as the fre-

quency of the applied signal

increases.
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Environmental specifications

Altitude operating up to 2000 m

non-operating up to 15000 m

Temperature range operating 0 °C to +50 °C

non-operating -40 °C to +71 °C

Maximum relative humidity operating 80 % relative humidity for temperatures

up to +31 °C, decreasing linearly to

40 % at +50 °C

PMS 221A

Datasheet

CE Declaration of conformity

This product meets the following safety standards in accordance with the Low Voltage Directive

(LVD) 73/23/EEC and amendment 93/68/EEC:

CEI/IEC 61010-031:2002

Safety requirements for electrical equipment for measurement, control and laboratory use.

Part 031:

Safety requirements for hand-held probe assemblies for electrical measurement and test.

WEEE/ RoHS directives

PMK electronic products are classified within the WEEE/ RoHS* category list as monitoring and

control equipment (category 9). Category 9 products are exempt from the restrictions under the

scope of the RoHS directive.

Your help and efforts are required to protect and keep clean our environment. Therefore return any

electronic product at the end of its life either to the manufacturer or take care of separate WEEE

collection and professional WEEE treatment yourself. Do not dispose as unsorted municipal waste!

* EC Directives:

WEEE Directive 2002/96/EC – Waste Electrical and Electronic Equipment

RoHS Directive 2002/95/EC – Restriction of the use of certain Hazardous Substances

in Electrical and Electronic Equipment
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Scope of delivery PMS 221A Order No. 820-221-A00

Safety information

To avoid personal injury and to prevent fire or damage to this product or products connected to it,

review and comply with the safety informations stated in the manual before using this product. Be

aware that if you use this probe assembly in a manner not specified the protection this product pro-

vides may be impaired.

Only qualified personnel should use this probe assembly.

Manufacturer

PMK GmbH

Mess- und Kommunikationstechnik 

Industriestr. 17

63150 Heusenstamm, Germany

Phone: +49 (0) 6104 6453 Fax: +49 (0) 6104 6457

Internet: www.pmk.de E-Mail: sales@pmk.de

service@pmk.de

PMS 221A

Datasheet

� Probe

� Ground blade 5.0

� Ground lead 22 cm

� IC-Caps 0.8 to 1.27 mm pitch

� Instruction manual

� Insulating cap 5.0

� Protection cap 5.0

� Solid tip 0.8 mm

� Spring tip 0.8 mm

� Sprung hook 5.0

� Adjustment tool S

Revision B – September 2007



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice


